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SECTION	1	‐ INTRODUCTION	
1.1. Request	for	Proposals	

The City of Coalinga  (City)  is  seeking proposals  from qualified Sanitary Sewer Closed Circuit Television 

(CCTV) Inspection Service contractors. Contractors are directed to submit proposals in a sealed envelope, 

addressed to the City of Coalinga Public Works Director at 155 W. Durian Coalinga, CA 93210 until 2:00 

pm on August 19, 2022. Each sealed envelope containing a Bid must be plainly marked on the outside as 

“Sanitary Sewer Collection System Close Circuit Television (CCTV) Inspection Services – Attention Public 

Works Supervisor” and the envelope should bear on the outside the name of the Bidder and their address.  

Copies of this Request for Proposal (RFP) may be obtained at the office of AM Consulting Engineers, 5150 

N. Sixth St., Suite 124, Fresno, CA 93710 at no cost. Electronic copies of this RFP can be requested by 

emailing taranvir.gill@am‐ce.com. 

The awarded contractor will provide Sanitary Sewer Condition Assessment and CCTV Inspection services 

for the City’s sanitary sewer collection system in accordance with the Scope of Work (see Section 2), the 

Special Provisions and Technical Specifications (see Section 3) and the submitted Bid Schedule (see Section 

4). 

The City reserves the right to assign more or less quantities/work for the same unit price provided by the 

contractor in the Bid Schedule (Section 4). 

Award of the Contract will be made by the City within sixty (60) days after receipt of proposals. The City 

will award this contract the responsible bidder with the lowest responsive bid. The CCTV work shall be 

completed  within  sixty  (60)  days  after  award.  A  copy  of  the  City’s  standard  Contract  is  included  in 

Appendix A of this RFP. 

1.2. Site	Location	

The City of Coalinga is located in Fresno County and is approximately 43 miles northwest of the City of 
Avenal in Kings County.  

1.3. Background	

The City is a public agency that provides water and sewer service to residential, commercial, and industrial 

customers  and  for  fire  protection uses.  According  to  2021 population  estimates  provided  by  the U.S. 

Census Bureau,  the City  serves a population of 17,465.  The City owns and operates a  citywide  sewer 

collection  system  and  a  Wastewater  Treatment  Plant  (WWTP),  which  provides  sewer  service  to 

approximately 3,148 connections, of which 3,105 are residential dwellings. The sewer collection system 

includes approximately 14 miles of sewer mains ranging in 6‐inch to 24‐inch in diameter. All of the homes 

currently receive water and wastewater services from the City of Coalinga. 

The overall condition of the sewer collection system is unknown. The older areas are believed to be in 

poor  condition  and  in  need  of  substantial  repairs.  The  City’s maintenance  staff  regularly  responds  to 

problems with the collection system and spends a great deal of their time locating and/or repairing the 

system in response to emergency calls from the City’s residents. 
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The City has received funding to conduct a comprehensive sewer collection system improvement project 

that will assess the condition of the sewer collection system pipelines, correct existing deficiencies and 

prioritize the replacement of sewer lines based on their estimated remaining useful life.
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SECTION	2	‐ SCOPE	OF	WORK	
2.1. Contractor	Responsibilities	

Contractor shall furnish all labor, equipment and materials to: 

1. CCTV inspection of approximately 111,180 LF as follows: 

 Pipeline Lengths  

Pipe Size   Total Length (LF) 

6‐inch  ±72,732 

8‐inch  ±23,462 

10‐inch  ±4,031 

12‐inch  ±1,105 

15‐inch  ±1,364 

18‐inch  ±5,987 

24‐inch  ±2,499 

Total Length  ±111,180 

 

2. Figure 2‐1 shows an overview of the City’s entire sewer collection system and displays the sewer 

lines that are to be included in this CCTV work. 

3. Figures 2‐2 through 2‐3 display zoomed in sections of the sewer lines that are included in the CCTV 

work. 

4. Provide Traffic Control and applicable permits as needed, per Caltrans, or City’s requirements. All 

Traffic Control costs to be paid for in the unit costs for pipeline CCTV inspection. 

5. Submit video and assessments in digital format to the City within two weeks of inspection. 

6. Furnish all labor, equipment, and materials, to: 

a. Complete  two  passes  of  a  high  pressure  hydroflusher  to  remove  grease  and  other 

material from the pipe such that defects are not obscured, and structural defects can be 

adequately viewed and properly graded. 

b. Collect and Dispose of debris collected from pipeline flushing at the City’s Wastewater 

Treatment Facility. 

Note:  All  labor  is  subject  to  the most  current  California  State  Prevailing Wage  Determinations.  CCTV 

inspection work must be completed by operators trained  in the National Association of Sewer Service 

Companies (NASSCO) 7 Pipeline Assessment and Certification Program (PACP) trained operators.   
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2.2. City’s	Responsibilities		

City shall be responsible for the following: 

1. City will determine/prioritize schedule and location of inspections and assessments. 

2. The  City  will  notify  property  owners  before  commencing  hydroflushing,  CCTV,  and/or  other 

investigative work. 

3. The City shall be responsible for providing a numbering system for all sewer manholes and for 

tagging manholes prior to the Contractor’s arrival for flushing and/or CCTV inspection. 

4. City to provide Contractor with a location to park and store equipment. City will make available 

space at its maintenance yard or at its Wastewater Treatment Plant. City will not be responsible 

for any theft or vandalism to equipment while being stored at the City’s facilities.  

5. City staff shall be responsible for all customer notifications, including door hangers, press releases, 

and telephone notifications as necessary to keep customers adequately informed. 

6. City will furnish all water (at no cost to the Contractor) needed to conduct flushing operations 

included  in  the base bid. Contractor will be allowed to dispose of all material generated  from 

flushing  operations  at  the  City’s Wastewater  Treatment  Facility  at  no  cost  to  the  Contractor. 

Contractor’s equipment shall be inspected by and approved by the City so that a potential cross 

connection with the potable water system does not occur. 
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SECTION	3	‐ SPECIAL	PROVISIONS	AND	TECHNICAL	
SPECIFICATIONS	

3.1. Special	Provisions	

1. Pipeline  lengths  shall  be  measured  from  centerline  to  centerline  of  access  structures  (e.g. 

Manhole, cleanout, etc.). 

2. A firm written schedule encompassing the CCTV inspection program will be submitted to the City 

by the Contractor for CCTV inspection a minimum of ten (10) days prior to commencement of 

hydroflushing and inspection. If minor modifications in schedule are necessary, the City will be 

notified a minimum of 24 hours prior to the change. City will prioritize the Contractor’s work and 

determine sequence of work. 

3. Contractor shall pre‐clean the pipeline segment prior to the CCTV inspection. Pre‐cleaning shall 

include two passes of a high pressure hydroflusher to remove grease, and other solid or semi‐

solid material from the pipe such that defects are not obscured, and structural defects can be 

adequately  viewed  and  properly  graded.  Contractor  shall  use  appropriate  nozzles  and  water 

pressure needed to achieve removal of such materials. Inspection of pipeline reaches that have 

heavy  or  dense  material  or  obstructions  that  cannot  be  removed  with  a  high  pressure 

hydroflusher and/or the use of a hydraulic root cutter shall not proceed without approval from 

the  City.  All  debris  collected  during  cleaning  shall  be  removed  from  the  pipeline,  quantified, 

characterized,  and  disposed  of  at  the  City’s  Wastewater  Treatment  Plant  at  no  cost  to  the 

Contractor. All debris must be removed from the adjacent structure and shall not be allowed to 

flow through to another structure. 

4. All open access structures or manholes will be attended at all times, and all access structures or 

manholes that were sealed to control odors or entry of extraneous water will be resealed after 

entry. 

5. All equipment will be removed from the area at the end of the workday. 

6. Contractor's Traffic Safety Procedures shall conform to all applicable federal, State, City, and other 

local regulations and ordinances. 

7. Televising shall generally be conducted in pipes flowing a maximum of 1/3 full, unless authorized 

by the City to do otherwise. Contractor shall adjust time of the work to correspond to low flow 

conditions to meet this depth requirement. 

8. All footage measurements (real‐time and recorded) shall be accurate within 2 percent throughout 

the operating range of the equipment. 

9. The speed of the camera in the sewer shall be limited to 30 LF per minute. 

10. Contractor's  field  crews  shall  be  alerted  to  and  shall  promptly  notify  the  City whenever  they 

encounter any one of the following conditions: 

a. Potentially illicit connections draining into the sanitary sewer system or cross connections 

between the sanitary and storm drain systems. 

b. Potentially hazardous materials (liquid or solid). 
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c. Pipe collapse or blockage requiring immediate attention 

d. Potential network faults where drainage capability and/or safety is significantly affected 

and timely corrective measures are warranted. 

e. Locations where the network is at variance to the maps as issued for the work. Contractor 

shall redline maps and submit them to the City. 

f. Locations of system surcharging. 

g. Locations of sulfide odor or other hazardous atmospheric conditions. 

11. Contractor shall legibly note any observed field conditions including access structures, pipelines, 
manhole IDs, location of system as encountered in the field that differ from information shown 

on maps provided by the City as part of the Contract. The Contractor shall return these marked 

up maps with the video data and report submittals. 

12. Payment shall be for televised footage.  If a regular set‐up and reverse set‐up were both used, 

payment shall only be for the televised footage for one full  length of the manhole‐to‐manhole 

inspection and cannot exceed actual length of the pipe. 

13. Scope of services may involve inspection of sewer laterals on public and private property. 

14. Contractor must be equipped to provide recorded CCTV inspections on portable hard drives, and 

must be able to provide CDs or DVDs for specific inspections upon request. 

15. Video data and reports shall be submitted within 2 weeks after the work is completed. 

16. No travel time compensation will be provided. 

17. Extra work, as requested by the City, shall be billed on a time and materials basis based upon the 

hourly rate sheet submitted with the bid. 

18. All  CCTV  inspection  submittals  shall  be  identified  beginning  with  the  upstream  structure  ID 

followed by the downstream structure ID following the City’s numbering system. 

3.2. Technical	Specifications:	

This closed‐circuit television (CCTV) survey and recording standard is intended to provide a baseline of 

existing conditions in the sewer collection system. All CCTV data collecting and recording activities shall 

follow and conform to the minimum requirements of this document. 

This CCTV survey standard encompasses the following: 

3.2.1. Field	Data	Collecting	Practices	

All CCTV recording practice will be evaluated against these standards. 

1. All recordings shall be in color with the ability to achieve proper balance of tint and brightness. 

The loss of color or severe redness due to equipment malfunction, and black and white pictures 

irrespective of quality may be cause for rejection. 

2. All pictures (recordings) shall be in focus, properly illuminated with good contrast, adequate color 

and  tint,  and  without  distortion  or  outside  interference.  Illumination  shall  be  adjustable  and 

evenly spread around 360 degrees of the sewer perimeter without loss of contrast, flare out of 

picture or shadowing. Lighting and camera quality shall be suitable to allow a clear in‐focus picture 
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of a minimum of ten linear feet of the entire periphery of the sewer pipe. The lighting for the 

camera shall minimize glare. 

3. Televising will be performed during low flow periods such that the water depth is no greater than 

30 percent of the diameter of the pipe or greater than 6 inches. It will be the intent to be able to 

view  approximately  70  percent  of  the  pipe  periphery.  Televising  during wet weather may  be 

conducted if authorized by City. 

4. The camera operation may be cable‐pulled or self‐propelling and may record moving forward or 

on a reverse pull depending on the pipeline conditions. The preferred direction is forward from 

upstream to downstream. Reverse camera direction shall be allowed only if access for forward 

inspection is impeded or if a reverse inspection is needed to complete inspection of an entire pipe 

segment where an obstruction was encountered in the forward direction. Camera travel speed 

shall not exceed 30 feet/minute. 

5. The camera lens must be kept clean and clear and any fogging due to oil, grease, or other water 

content or debris that obscures the lens shall be cleaned off before proceeding with the recording 

operation. 

6. The camera lens must remain above the visible water level and may submerge only while passing 

through clearly identifiable line sags. 

7. The  camera  shall  be  stopped  for  a minimum of  5  seconds  at  every  lateral,  broken  pipe,  root 

intrusion, or other defect or feature. The camera shall be stopped for a full minute at flowing, 

undocumented  connections,  and  if  needed,  pulled  back  and  re‐televised  to  ensure  a  clear 

recording of the connection. 

8. If needed, the lens and lighting shall be readjusted to ensure a clear, distinct, and properly lighted 

feature. 

9. Camera units shall have adjustable supports and shall be set so the camera axis is generally at the 

centerline of the pipe. The camera must be able to pan, tilt, and rotate and have a minimum 360 

x 270 degree rotation. 

10. All recordings shall have an audio descriptive narration by the CCTV operator. The operator shall 
clearly  identify  in the audio all  important features: date, time, project, street names, structure 

numbers, camera direction, pipe size and material, all wye‐tee junctions, all laterals, taps, breaks, 

roots, or other defects  in accordance with  the  standards  specified hereof. All  laterals  shall be 

called out and include the operator's estimate of the diameter, material type, and whether it is 

an active or inactive lateral. 

11. Screen text shall be clearly displayed on a contrasting background. Startup screen must include at 

a  minimum:  the  project  number  or  name,  upstream  and  downstream manhole  IDs,  location 

(street), date and time, and camera direction. During CCTV, the screen must show running footage 

(distance traveled) and observation code at each defect or construction feature recorded. 

12. A still image photograph shall be taken of each defect and construction feature recorded. 

13. Each structure‐to‐structure segment shall be recorded as a separate inspection. If the inspection 

continues through a structure, a new video recording and inspection record shall be started at 

each  structure  location.  If  a  structure  not  shown  on  the  City’s  maps  is  encountered  during 
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inspection, Contractor shall locate the structure, and a temporary structure ID shall be assigned 

in accordance with guidelines provided by  the City  and a new video  recording and  inspection 

record started at that location. 

3.2.2. 	CCTV	Inspection	Data	Standards	and	Deliverables	Format	

CCTV  inspection data shall be recorded  in accordance with  the most current version of NASSCO PACP 

standards,  including  inspection (header)  information and inspection observation data. CCTV inspection 

software used shall be capable of recording data using PACP standards and exporting inspection data to 

a  standard  PACP  compliant  database  format.  For  each  inspection,  the  contractor  shall  provide  an 

inspection report (hard copy and electronic file format) that includes the following information: 

1. Street and closest address. 

2. Upstream and downstream manhole IDs of inspected segment 

3. Date and time of CCTV inspection 

4. Pre‐cleaning date (unless completed by City) 

5. Type of pre‐cleaning (unless completed by City) 

6. Quantity and type of debris removed by cleaning (unless completed by City) 

7. Camera direction 

8. Pipe diameter 

9. Pipe material  

10. Pipe joint length 
11. Pipe map length (if provided by City maps) 

12. Surveyed (inspected) length 
13. Footage  location  and  description  of  all  conditions  and  construction  features  observed  in 

accordance with PACP standards 

14. PACP structural, O&M, and overall quick ratings and pipe ratings 

In  addition,  the  contractor  shall  provide  a  summary  listing  of  all  inspected  segments  by 

upstream/downstream  manhole  ID  listing  date  of  inspection,  surveyed  length,  whether  or  not  the 

inspection of the entire pipe segment was complete and if a reverse set‐up was required to complete the 

inspection. 

The contractor shall provide complete inspection data with associated video and still image files. All video 

and  still  image  file  names  shall  include  at  a  minimum  the  pipe  segment  identifier  (upstream  and 

downstream manhole IDs) and the inspection date, plus other relevant information necessary to identify 

the file content. Data shall be provided in both the format of the CCTV software used as well as a PACP 

exchange database. For the software used, the contractor shall also provide an associated viewer program 

if not otherwise available for public download from the internet. Contractor shall use a PACP certified 

software. 

In  addition  to electronic deliverables,  contractor  shall  provide 2  copies of  a  report  compiled  in 3‐ring 

binders  containing  the  maps  of  the  inspected  segments  (annotated  as  needed  with  discrepancies 

identified during the field work); summary listing of inspected segments as described above; report for 

each  inspection that  includes the  information  listed above; and a condition assessment summary  that 

includes a listing of the segments with noted maintenance defects and structural defects, a description of 

the defect, and recommended follow‐up corrective measures for the City’s consideration. 
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The contractor shall be responsible for conducting quality assurance/quality control (QA/QC) review of all 

inspection data prior to submittal of deliverables. 

3.2.3. CCTV	Video	and	Data	Review	

All CCTV survey video and data shall be subject to the review process as described herein. The Contractor 

shall  provide  an  acceptable  picture  that  is  distinct,  clear,  properly  illuminated,  of  good  contrast  and 

without distortion. The Contractor shall provide accurate PACP coding of information on pipe segment 

location and manhole identifiers, diameter, material, construction features, and defects observed. 

3.2.3.1. General	Policy	

1. All  CCTV  video will  be  reviewed  for  acceptability  of  quality  based on  the minimum  standards 

established herein, and the CCTV reports and data will be checked against the visible features. 

2. A CCTV review form shall be completed conforming to the attached standards and marked with 

appropriate acceptability or unacceptability condition. 

3. Videos will be viewed to check for acceptability or unacceptability.  

4. While all videos shall conform to the minimum acceptable standards described herein, the City 

may in isolated cases accept a line segment recording on the provision that all or a part of the line 

is sufficiently visible to permit a fairly accurate assessment and design evaluation without doubt 

or questionable concern. 

5. Reviewing the acceptability of a  line segment embodies the line from structure to structure.  If 

only a portion of a video is unacceptable, the entire video segment will be deemed unacceptable 

and  must  be  re‐recorded  from manhole  to  manhole.  A  line  that  is  partially  recorded  and  is 

incomplete due to an excusable condition (i.e., physical obstruction that prevents the passage of 

the camera) will be accepted for the recorded portion only. Payment will be made for the footage 

of pipe with PACP coding and grading. 

6. CCTV  inspection  reports  will  be  evaluated  against  the  video  and  the  instructions  hereof  for 

accuracy and completeness. 

3.2.3.2. Specific	Guidelines	

1. ILLUMINATION: The picture while moving forward or on the reverse run should be of adequate 

light  to clearly ascertain with certainty cracks or fractures and their severity  in addition to the 

obvious features (i.e., laterals and joints). 

2. FOCUSING: The picture must be clear and distinct without being obscured by dirty lenses, foggy 

pipeline condition, or out of focus due to lack of operator alertness. 

3. COLOR: Color pictures when  specified  shall  be of  true and adequate  color  and  tint,  free  from 

interference and at least 70 percent of the pipe periphery shall be visible above the waterline. 

Loss of color for all or a part of a line may be cause for rejection. 

4. ZOOM: The camera must be capable of providing a digital zoom or mechanical zoom to allow for 

viewing up service laterals as necessary. 
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5. RADIO FREQUENCY LOCATING: Camera shall be capable of broadcasting a radio frequency that 

can be used with a locating device to pinpoint horizontal and vertical locations. Contractor shall 

furnish camera and locating device, as well as, staff trained in their use. 

6. INSIDE PIPE CONDITIONS: Heavy water flow exceeding the foregoing established criteria will be 

cause to reject the line segment recorded. Surcharging and flooding of the camera lens will not 

be an excusable condition if it has been artificially created by an upstream surge; roots or debris 

that create a barrier of the flow or as a result of daytime cycled flow increase. Any flow where the 

camera  towing bridle  is  underwater  and  is  not  clearly  a  line  sag  condition will,  in  general,  be 

unacceptable recording conditions and the line segment subject to rejection. Root conditions will 

be an acceptable excusable condition only when a single pass of  the hydraulic  root cutter has 

been  performed.  The  operator  shall  stop  at  each  defect  or  identifying  feature  (i.e.,  a  lateral, 

cracked pipe, hole in pipe) for 5 seconds. 

7. MISCELLANEOUS UNACCEPTABLE DEFECTS: Loss of vertical hold which has an impact on the ability 

to  read  and  interpret  the  video  shall  constitute  a  cause  for  rejection.  Incorrect  upstream  or 

downstream manhole identifications shall be cause for rejection if the identity of pipeline cannot 

be determined and corrected in the database prior to final data submittal.  

All  line  segments must  be  recorded  complete  from  access  point  to  access  point  on  the  same 

medium in a continuous run (unless a reverse  inspection is needed due to an obstruction that 

prevents completion of the inspection in a single run). If more than a single video file is required 

for the inspection, then the files must be linked to the same inspection data record, and the file 

names clearly identified as part of the same inspection.  

Continuous footage readings for identifying the location of defects must be accurate to within a 

±2 percent tolerance. Defect identifications are to be called out and recorded to the nearest 0.1 

foot. Any inaccuracy in the continuous footage meter or identified defects or features which leave 

a doubt as to the accuracy of the locations or total length shall render the line segment recording 

as unacceptable. If the operator has acknowledged that the forward run is unacceptable and has 

decided to re‐record on the reverse pass, the operator must ensure: 1) the footage markings are 

correct; and 2) a stop at each feature for 5 seconds for an overall effect of performing a complete 

re‐recording operation on the reverse pass. 

Any  other  unidentifiable  defect  such  as  equipment  interference  or malfunction,  blurred  or  obscured 

images from an unknown source that detracts from the ability to completely and with reliable accuracy 

to interpret the video shall constitute a basis for rejection. 
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SECTION	4	‐ PROPOSAL	REQURIEMENTS		
4.1. Bid	Schedule		

Contractor shall complete the following table and submit it with the proposal: 

 Bid Items 

Pipe Size  Length  Hydroflushing  CCTV Inspection 

Diameter (inch)  Linear Feet 
Unit 
Cost 

Total 
Cost 

Unit 
Cost 

Total 
Cost 

6‐inch   ±72,732              

8‐inch  ±23,462             

10‐inch  ±4,031             

12‐inch   ±1,105              

15‐inch   ±1,364              

18‐inch   ±5,987              

24‐inch   ±2,499              

Subtotal    ±111,180        

Grand Total    

Please note: 

 Assume that pipes of unknown diameter are 6” or 8”. An adjustment will be made upon billing to 

reflect the actual diameter and payment will be at the unit cost for the diameters shown in the 

Bid Schedule above. 

 All labor is subject to the most current California State Prevailing Wage Determinations. 

4.2. Additional	Proposal	Content	Requirements	

Contractor’s proposal shall include the following items: 

1. Describe the qualifications of your firm including the past five (5) years of experience performing 

projects that are similar in size and scope to that identified in this RFP. 

2. Identify specific personnel who will be assigned to this project along with their title within the 

firm and contract information. 

3. Provide a list of client references with names, titles and contact information. 
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CONTRACT 

, hereinafter called the THIS CONTRACT, is made by and between  
Contractor, and the City of Coalinga, hereinafter called the Owner. 

WITNESSETH: 

The Contractor and the Owner, for the consideration hereinafter stated, agree as follows: 

1. SCOPE OF WORK.

The Contractor agrees to furnish all labor and materials, including tools, implements, and 
appliances required, and to perform all the work in a good and workmanlike manner, free from 
any and all liens and claims of mechanics, teamsters, draymen and laborers required for the 

SANITARY SEWER COLLECTION SYSTEM 
CLOSED CIRCUIT TELEVISION (CCTV) INSPECTION SERVICES 

as detailed in the Request for Proposals prepared by AM Consulting Engineers, hereinafter 
called the Engineer. 

2. CONTRACT DOCUMENTS.

The term Contract includes all “Contract Documents” which include the following: 
A. Request for Proposals
B. Wage Scale (Prevailing Wages)
C. Addenda and Bulletins
D. Contractors Bid Proposal hereto attached
E. This Contract

In the event of a conflict between this Contract and any portion of the Request for Proposals, to 
the extent of such conflict, this Contract shall control. 

3. COMPENSATION.

The Owner agrees to pay the Contractor for the performance of the Contract the sum of 

($   ). 

It is understood that said price is based upon the estimated quantities set forth in the Proposal; 
and upon completion of the project, the final contract price shall be revised, if necessary, to reflect 
the true quantities used at the stated unit price thereof as contained in the Contractor’s Proposal 
hereto attached.  

4. SUSPENSION OF THE WORK.

A. General:  The Work may be suspended in whole or in part when determined by the
Engineer that the suspension is necessary in the interest of the Owner.  The Contractor
shall comply immediately with any written order of the Engineer.  Such suspension shall
be without liability to the Contractor on the part of the Owner except as otherwise provided
in subsection 7C.




